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Base Modified Silicone
Consistency Paste

Curing System Moisture Cure
Skin Formation 5 min.

Curing Rate 3 mm/24h
Hardness 60 + 5 Shore A
Specific Gravity 1,50 g/ml
Maximum Deformation + | %20%

Elastic Recovery >75 %
Temperature Resistance (fully cured) -40°C to +90°C
Elasticity Modulus 100 % 2,30 N/ mm?
Elongation at break 400 %

(*) these values may vary depending on environmental factors such as temperature, moisture, and type of substrates

Product

Stix All is a high strength adhesive which bonds
anything to anything within minutes. It has instant
grab and high load bearing capacity. It can be applied
even on the wet surface and in under water
applications. It is a green product with zero odor and
VOC compliance.

Characteristics:
e High initial tack reducing the need for initial support

e Fast curing, quick build-up of end strength, high
sheer strength after full cure (no primer)

e Easy to apply and easy to tool and finish

e Remains elastic after curing

e No odour

¢ Does not contain isocyanates, silicones nor solvents
e Paintable with all water based paints

e Good colour stability, weather and UV resistance

e Good adhesion on wet substrates

Applications

Instant fixing of ACP , Glass, Mirror, Wood, Steel, Tiles,
Sanitary Ware etc with any substrate. Sealing and
bonding of heavy natural stones like Marble, Granite ,
Sandstone etc.
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Excellent for perimeter ceiling of doors and windows,
roofs, seams and cracks in bathrooms, toilets and
kitchen.

Sealing and bonding in the building and construction
industry.

Elastic bonding of panels, profiles and other pieces on
the most common substrates (wood, MDF, chipboard,
etc).

Elastic bonding in vibrating constructions.

Packaging
Colour: white,clear
Packaging: cartridge 280ml

Shelf life

9 months in unopened packaging in a cool and dry
storage place at temperatures between +5°C and
+27°C.

Resistance to chemical agents

Good resistance to water, aliphatic solvents, mineral
oils, grease, diluted inorganic acids and alkalis Poor
resistance to aromatic solvents, concentrated acids,
chlorinated hydrocarbons.

ALSTON:=

SILICONE






	1.pdf (p.1)

