CLASSIC PRODUCT RANGE

GENERAL PURPOSE (GP-300) WN NEUTRAL PLUS STIXALL TUBE NON BLEEDING (NB-6000)

ALSTONE WN NEUTRAL PLUS is a one-component, neutral-curing,
medium modulus silicone sealant with outstanding adhesion and

General Purpose Sealant is a single component, acetoxy cure

o e . - . NB-6000 is a 100% Modified-Silicone Polymer based weather
silicone sealant for interior grade gap filling applications. It is

A High Strength, High Grab Adhesive/ Sealant which

1 dor Water Resistant. It ide a flexible bond and will not weather resistance, long shelflife and excellent tooling characteristics e —--) Bonds/ Seals multiple substrates, especially suited sealant which dose not ooze out oil which helps in clean facade.
Ow odor, Water Resistant. It provide a Tiexible bond and will no for construction, glass and window building. ~ 7 for all kinds of interior & exterior fit-outs. It is Itis a paintable sealant to reduce or eliminate Surface Streaking,
harden or crack. ALSTONE fWN NEliJlTBAL PLUS cures at room tem];lera%ulre lln the environment friendly, hfls good .Yveatl}era.bility, fluid migration and dirt pick-up. It is single component, neutral
E:ﬁzezr;ce of atmospheric moisture to give a permanent flexible silicone excellent UV resistance and high durability. It is paintable cure medium modulus, UV resistant sealant for truly-clean
APPLICATIONS “ ' APPLICATIONS ASTONE  facade.
* Seal grooves of kitchen hardware. I APPLICATIONS " Mourting and basting ofmetals, Aluminum, Glass, Plastic, o APPLICATIONS
. . m « sealing of connection and expansion joints in the building Wood, Concrete, Marble, Stone etc.
* Seal grooves in the bathroom especially the Bath Tub i ; ) P ) . =] . -
. i industry. * It can also be used as interior construction dry & wet sealant. ° * Sealing of joint between natural stones.
and Washbasin « sealingof perimeterjoints. Color - Whit I « Sealing of ACP joints
« Seals groove in the interior wood work. R « sealing of joints between glazing and supporting structures N e '? i e . Jb ) d ick
= (frames, transforms, mullions). Packing - 85 g (1PC) [ « Sealing of joints between wood, concrete, Brick etc.
Color - Clear, White & Black. 1! Color - Clear, White & Black. 2 % Color - White & Black.

Packing - 300ml x 24 Bottle Per Box. > N ¥ Packing - 280ml x 24 Bottle Per Box &
560ml x 12 Sausage Per Box.

Packing - 260 ml & 280ml x 24 Bottle Per Box.

GP-100

ADHESIVE RANGE OF PRODUCTS

General Purpose Sealant is a single component, acrylic sealant
for interior grade gap filling applications. It is low odor, Water
Resistant It provide a flexible bond and will not harden or crack.

APPLICATIONS
« Seal grooves of kitchen hardware. STIXLAM

« Seal grooves in the bathroom especially the Bath Tub

Alstone Silicone Fluid

and Washbasin
* Seals groove in the interior wood work. l’, . ' ' . - o . '
* Seals UPVC Window Joint L New age materials like Acrylic and PVC laminate sheets ALSTONE Silicone Fluid is a linear, Non-Reactive .
« Seals Aluminium Window Joint e have come into the use which give excellent factory finish Polydimethylsiloxane. It has an outstanding property profile,
. Paintable look as desired by certain clients. We have launched Alstone which sets it apart from organic materials such as mineral oils.

StixLam for pasting PVC laminates, edge band tapes, on
wooden surfaces like plywood and MDF. Stix-Lam is a fast
adhesive with superior grip and is ideal for vertical
applications.

Color - Black, White, Brown, Grey
Packing - 260ml & 280mix 24 Bottle Per Box

ARCHITECTURAL PRODUCT RANGE

WEATHER SEALANT (WS-789)

Packing - 50 kg and 200 kg.
Grades manufactured : AS 350 and AS 1000.

APPLICATIONS
* Plywood to PVC sheets/ rolls.
« Plywood to Acrylic sheets.

STRUCTURAL GLAZING (SS-995) + PVC edge Banding.

« Ply board to Charcoal sheets. |
Color - white |

Structural Silicone Sealant is a single component, self-
priming, neutral-cure adhesive specifically formulated
for Structural glazing and exhibits excellent un-primed

WS-789 is a single component, neutral cure, project grade
weather sealant designed for architectural weather sealing. It

has excellent movement capability and un-primed adhesion to adhesion to most building substrates. It has excellent
most building materials. It easily extrudes in any weather and tensile strength and has good joint movement capability
produces a durable, flexible silicone rubber seal. |

APPLICATIONS APPLICATIONS

* Sealing of joint between ACP Sheets. * Structural glazing of glass on aluminium frames.

« Sealing of joint between Glass Panels.

« Sealing of concrete or Brick joint .

* Sealing of wood, UPVC joint etc.

Color - White, Black, Grey, Clear,

Brown, Ivory & Other Colors as per Demand

Packing - 300ml x 24 Bottle Per Box &
600ml x 12 Sausage Per Box.

Packing - 500gm x 8 Cartridges Per Box

* Adhesion of glass to any other metal.

Color - White, Black

Packing = 300 ml x 24 Bottles Per Box &
600ml x 12 Sausages Per Box.

NAIL FREE ULTRA A2A STIX ALL (cerse, Ruwrse, g wise!)

Alstone Silicone Nail-Free is a 1-part, High-Grab adhesive-

Sealent that cures in Presence of Atmospheric Moisture in to A2A StixAllis high strength adhesive which bonds any thing to

a Tough & Elastic Mass and Provides Excellent, Primer-Less
Adhesion to most Construction Surfaces without any need
for Clamping or Nailing.

APPLICATIONS

1. Mounting and Pasting of Metals, Aluminum, Glass
Plastic, Wood, Concrete, Marble, Stone etc.

2. Can be used as an Elastic Adhesive for Interior &
Exterior fit-outs like Mounting Mirrors, Glass, Bonding
Heavy Materials, Decorative pay with Stones, Marbles,

any thing within 10-15minutes. It has instant grab and high load
bearing capacity. It can be applied even on the wet surface and in
under water application. It is a green product with zero odour
and VOC compliance.

APPLICATIONS
« Bonding of Mirror.
« Bonding of stone, concrete, poly carbonate,
fiber glass etc.
« Bonding of bathroom fittings, kitchen fittings etc.

Wall Tiles, PVC & ACP Panels.
3. Itcanbe used as interior construction dry & wet sealant. Packi ng - 280ml x 24 Bottle Per Box

Packing - 300 ml Color - White
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TECHNICAL SPECIFICATIONS

A2A NAIL FREE
PRODUCTS WS789 | NP 666 STIXALL | NB 6000 |yLTRA

CURE EM ACRYLIC ACETIC NEUTRAL NEUTRAL NEUTRAL NEUTRAL NEUTRAL NEUTRAL
m PASTE PASTE PASTE PASTE PASTE PASTE PASTE PASTE

Product Manual

-

f—

280 ML 280 ML. / 300 ML/ 600 ML | 280 ML 300 ML/ 600 ML | 280 ML 280 ML /560 ML | 280 ML . 3382 e
260ML. " SILICONE SEALANT

COLOURS BLACK , WHITE | BLACK, WHITE  [BLACK, WHITE, | BLACK, WHITE, |BLACK, WHITE, |WHITE
GREY, BROWN [ CLEAR CLEAR & & CLEAR
COLOUR OF
YOUR CHOICE

BLACK & WHITE | SUPERIOR

Y APMS - Advanced Project Management System.

www.alstoneindia.in

ALSTON:=

SILICONE
Alstone Industries Pvt. Ltd.

HEAD OFFICE

2E/7, Jhandewalan Extension, New Delhi, India 110055

Web : www.alstoneindia.in  Email : csd1.wpc@alstoneindia.in
CUSTOMER CARE

+91 9810846953, 011-42307700

Branch Offices :

Ahemdabad : 7428796915
Bangalore : 9108004634
Bhubaneshwar : 9810422306
Chennai : 9289796810
Delhi : 9871006524
Guwahati : 9311733250

Hubli : 9311733241
Indore : 9205483524
Kolkata : 9289097325
Lucknow : 9289027607
Kochi : 9319088574

Noida : 9971985006
Patna : 9205156513
Pune : 7428090120

Raipur : 7428796910
Ranchi : 9311833251

ALSTON=

SILICONE SEALANT

Bond for life.
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